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[57] ABSTRACT 

A keyboard with N-key rollover has a matrix of key 
columns and lines for successively issuing key codes for 
depressed keys. When first and second keys on the same 
column are detected as being depressed and then a third 
key on the same line as one of the first and second keys 
is detected as being depressed, or when first and second 
keys on the same line are detected as being depressed 
and then a third key on the same column as one of the 
first and second keys is detected as being depressed, a 
key code for the third key or a key code for a fourth key 
detected in error upon depression of the third key are 
prevented from being issued. 
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Fig.1 
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Fig.2(a) 
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Fig.2(b) 
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Fig.2(c) Fig.2(ci) 
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KEY OUTPUT METHOD FOR KEYBOARDS 

This application is a continuation of application Ser. 
No. 07/081,529, filed Aug. 3, 1987, which is a continua- 5 
tion of application Ser. No. 06/758,523, filed July 24, 
1985, now abandoned. 

BACKGROUND OF THE INVENTION 

The present invention relates to a keyboard with 10 
N-key rollover, and more particularly to a key output 
method in a keyboard, which requires no diodes for 
preventing a roundabout current. 

FIG. 4 of the accompanying drawings is a block 
diagram of a keyboard input device having an N-key 15 
rollover function. A key matrix 1 is composed of a 
matrix of keys 2 and diodes 3 connected in series 
thereto, respectively. The key matrix 1 has columns la 
connected to a decoder 4. The decoder 4 and lines lb of 
the key matrix 1 are connected to a CPU 5. 20 

A ROM 6 storing key codes sind a program for issu¬ 
ing them is connected to the CPU 5. 

When one of the keys is depressed, a scanning signal 
from the decoder 4 is applied through one of the col¬ 
umns la, the depressed key and the diode connected 25 
thereto, and a corresponding one of the lines lb, to the 
CPU 5. The CPU 5 detects the depressed key based on 
the scanning position (column position) and the line 
position. A key code corresponding to the detected key 
is then read out of the ROM 6 and issued. 30 

While the keyboard is operated on at a high speed, a 
plurality of keys are sometimes depressed concurrently. 
The N-key rollover function allows all output signals 
from the depressed keys to be issued. This rollover 
function requires the use of diodes 3 associated respec- 35 
lively with the'keys 2 for the reason that when three or 
more keys sharing common rows and columns are con¬ 
currently depressed, a roundabout current flows to let 
an undepressed key be detected as being a tumed-on 
key. This condition is known conventionally as “a phan- 40 
tom switch condition”, since depression of three keys at 
three corners of a rectangle of rows and columns causes 
erroneous detection of the fourth comer as being de¬ 
pressed. 

The keyboard with the N-key rollover function is 45 
therefore of a high cost since as many diodes are re¬ 
quired as there are keys. 

SUMMARY OF THE INVENTION 

With the foregoing problem in view, it is an object of 50 
the present invention to achieve a cost reduction by 
eliminating diodes for preventing a roundabout current 
in a keyboard with N-key rollover. 

According to a key output method for a keyboard 
with N-key rollover, when first and second keys on the 55 
same column are detected as being depressed and then a 
third key on the same line as one of the first and second 
keys is detected as being depressed, or when first and 
second keys on the same line are detected as being de¬ 
pressed and then a third key on the same column as one 60 
of the first and second keys is detected as being de¬ 
pressed, a key code for the third key and a key code for 
'a fourth key detected in error upon depression of the 
third key are prevented from being issued. 

The above and other objects, features and advantages 65 
of the present invention will become more apparent 
from the following description when taken in conjunc¬ 
tion with the accompanying drawings in which a pre- 
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ferred embodiment of the present invention is shown by 
way of illustrative example. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a block diagram of a keyboard input device 
according to the present invention; 

FIG. 2 is a set of diagrams showing contents- of a 
RAM; 

FIG. 3 is a flowchart of successive steps of a key 
output method of the invention; and 

FIG. 4 is a block diagram of a conventional keyboard 
input device with an N-key rollover function. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

Like or identical parts shown in FIG. 1 are denoted 
by like or identical reference characters in FIG. 4 and 
will not be described in detail. 

As shown in FIG. 1, the CPU 5 includes a RAM 7 for 
storing items of positional information respectively for 
the keys of the key matrix 1. When one of the keys is 
depressed, a flag in the RAM 7 corresponding to the 
depressed key is set to “1”. When the depressed key is 
released, the flag is reset to “0”. 

When the keys Nos. 2, 14, 17 as shown in FIG. 2(a) 
are concurrently depressed (phantom switch condi¬ 
tion), the corresponding flags in the RAM 7 are set as 
shown in FIG. 2(6). With no diodes for preventing a 
roundabout current, the key No. 5 in addition to the 
keys Nos. 2, 14, 17 is also detected as being turned on. 

According to an embodiment of the present inven¬ 
tion, the keyboard output device will operate as de¬ 
scribed below when the keys Nos. 2,14,17 are concur¬ 
rently depressed as shown in FIGS. 2(a) and (6). 

If the key No. 2 is first detected according to the 
timing of key scanning, then the key No. 14 on the same 
column as the key No. 2 is also detected. When the CPU 

5 processes the key No. 2 at first, the memory in the, 
RAM 7 corresponding to the key No. 2 is set to “1”. 
Then, whether an output should be issued from the key 
No. 2 or not is checked by ascertaining whether there is 
a flag “1” in the RAM 7. 

Since the key No. 2 is the sole key first processed and 
there are no other detected keys (represented by the 
flag “1”) on the same line and column as the key No. 2, 
a key code corresponding to the key No. 2 in the ROM 

6 is read and issued out. 

Then, the key No. 14 is processed in the CPU 5, and 
the memory in the RAM 7 corresponding to the key 
No. 14 is set to “1”. Whether an output should be issued 
from the key No. 14 or not is checked by ascertaining 
whether there is a flag “1” in the RAM 7. 

Although there are no other depressed keys on the 
same line as the key No. 14, there is the flag “1” for the 
key No. 2 previously detected on the same column. 
Then, whether there are other detected keys (repre¬ 
sented by the flag “1”) on the same line as the key No. 
2 is determined. As there are no such detected keys, a 
key code corresponding to the key No. 14 in the ROM 
6 is read and issued out. Then, the key No. 17 is detected 
and a flag “1” is set in the RAM 6. Since the keys Nos. 
2 and 14 remain depressed at this time, a scanning signal 
is applied through from the key No. 17 through the keys 
Nos. 14 and 2 to the CPU 5 which now detects as if the 
undepressed key No. 5 were depressed due to a round¬ 
about current. Therefore, the keys Nos. 5 and 17 are 
also detected. The CPU 5 then processes the keys Nos. 
5 and 17 one after the other. 
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However, no output from these keys Nos. 5 and 17 is 
issued no matter which key may be processed first. 
More specifically, if the key No. 17 is processed first, 
then there are three flags “1” in the RAM 7. The flag 
“1” for the key No. 14 is present on the same line as the 5 
key No. 17, and the flag “1” for the key No. 2 is present 
on the same column as the key No. 14, so that no key 
code for the key No. 17 is issued. If the key No. 5 is 
processed first, then a memory corresponding to the 
key No. 5 in the RAM 6 is set to “1”, and there are four 10 
flags “4” in the RAM 6. The flags “1” for the keys Nos. 

2 and 17 are present on the same column and line as the 
key No. 5, and the flag “1” for the key No. 14 is present 
on the same column as the key No. 2 or the same line as 
the key No. 17, so that no key code for the key No. 5 is 15 
issued. 

As described above, when a plurality of keys are 
concurrently depressed to cause a phantom condition to 
arise, the key codes of the first two keys depressed will 
always be issued, while no key code for the third key 20 
and additional keys depressed will be issued. When keys 
are depressed key and following will be issued. 

When keys are depressed in patterns as illustrated in 
FIGS. 2(c) and (d), there no undepressed keys which 
are detected as being depressed, as with the key No. 5 in 25 
FIG. 2(6), and hence key codes for all of the depressed 
keys are issued. 

The above operation will be described with reference 
to the flowchart of FIG. 3. 

If two keys such as A, B are not detected or one of 30 
the two keys is detected, the flag in the memory corre¬ 
sponding to a next detected key C is set to “1”, and a 
key code for the key C is issued 

If the keys A, B are both detected with their key 
codes issued and then the key C is detected, i.e., if the 35 
keys A, B, C are concurrently depressed, then the flag 
in the memory corresponding to the key C is set to “1” 
first. Thereafter, whether either of the keys A or B is on 
the same line as the key C is checked by ascertaining 
whether there is a flag “1” in the memory in the RAM 40 
7. If either of the keys A or B is on the same line as the 
key C, then whether the key A of the flag “1” is on the 
same column as the key B is checked. If the key A is on 
the same column as the key B, then no key code for the 
key C is issued. 45 

If either of the keys A or B is not on the same line as 
the key C, then whether either of the keys A or B is on 
the same column as the key C is checked. If either of the 
keys A or B is not on the same column as the key C, the 
key code for the key C is issued. If either of the keys A 50 
or B is on the same column as the key C, then whether 
the key A is on the same line as the key B is checked. If 
the key A is on the same line as the key B, then the key 
code for the key C is not issued, and if the key A is not 
on the same line as the key B, then the key code for the 55 
key C is issued. Where no key code is issued for the key 
C, a next fourth key is detected. The fourth key is also 
checked according to the above checking process, and 
its key code is not issued. 

With the present invention, the keyboard output de- 60 
vice is essentially operated in a 2-key rollover mode 
(lockout) only when keys are depressed in a phantom 
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switch condition to cause a malfunction, and in an 
N-key rollover mode in other occasions. The keyboard 
is of a low cost as there are no diodes employed. 

Although a certain preferred embodiment has been 
shown and described, it should be understood that 
many changes and modifications may be made therein 
without departing from the scope of the appended 
claims. 

What is claimed is: 

1. A method of controlling the issuance of keyboard 
signals from a keyboard system having a matrix of rows 
and columns of lines which can be electrically intercon¬ 
nected by a corresponding key at each intersection of 
the rows and columns, the system also having a memory 
with a plurality of memory locations each correspond¬ 
ing to a respective key, said method comprising the 
steps of: 

(1) detecting whether two keys of said keyboard 
system are concurrently depressed by determining 
the number of flags in said memory, each of said 
flags being an indication in a memory location that 
a particular key is currently being depressed, each 
memory location being associated with a predeter¬ 
mined key; 

(2) upon detection in step 1 of two keys not being 
concurrently depressed, detecting whether a key 
has been newly depressed since the detecting step 
of step 1; 

(2a) upon detection in step 2 of a key being newly 
depressed, setting a flag in a memory location 
associated with said key being newly depressed 
and issuing a key code representing said key 
being newly depressed; 

(2b) upon detection in step 2 of no key being newly 
depressed, returning to step 1; 

(3) upon detection in step 1 of two keys being concur¬ 
rently depressed, detecting whether a key has been 
newly depressed since the detecting step of step 1; 
(3a) upon detection in step 3 of a key being newly 

depressed, setting a flag in a memory location 
associated with said key being newly depressed 
and determining, by checking flagged memory 
locations, whether a condition exists which gives 
rise to a false indication of a key depression; 

(3b) upon determination in step 3a that said condi¬ 
tion giving rise to a false indication of a key 
depression does exist, returning to step 1 without 
issuing a key code representing said key detected 
as being newly depressed in step 3; 

(3c) upon determination in step 3a that said condi¬ 
tion-giving rise to a false indication of a key 
depression does not exist, issuing a key code 
representing said key detected as being newly 
depressed in step 3; and 

(3d) upon detection in step 3 of no key being newly 
depressed, returning to step 1. 

2. The method of claim 1, wherein said keyboard is 
connected to a central processing unit for detecting 
when said keys are depressed, said central processing 
unit including a random-access memory for storing said 
flags corresponding to respective keys in said keyboard. 

* * * * 
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